WATT Telescoping Valve

Non-Rising Stem Screw

Standard Valve
ltem Description Material
i Knob aluminum
2 14" handwheei alurinum
3 Gap alumninum
4 Indicator screw stainless steel
) Indicator brass
b Scale AMInLm
i Floorstand stainless steel
g Lift screw stainless steel
] Lift nut delrin
10 Lift pipe stainless steel
il Bail stainless steel
12 Fasteners stainless steel
13 Ship pipe stainless steel
14 Hanga cast iron
15 Gasket neoprene
Purchased Options
Description Material Check "yes"
Uffset floorstand] stainless steel
Wallbracket stainless stegl
Scumbafile aluminum
18" handwheel | aluminum
Hange ass'y stainless stesl
Anchor botts 304 stainless steel
Anchor bolts 316 stainless steel
Scale mylar
[Scale stainless steel
Funnel stainkess steel Size:
Electric operator

Contractor to provide the following:

Floor elevation:

High water elevation:

Low water elevation:

Flange elevation;

Floor thickness:

Project:

Contractor;

Sales representative;

Size, Oy

Latanick Equipment, Inc. Job #;

*Approved by;

Date:

EQUIPMENT, INC.

Custom deslgn & machinsry bulldsr

Hurom, Okle Phone {$19)433.2200

43" Standard

Foor edevation '

107 5q. plats
with 8"
hole centers

1 .
Froor thickness ;

i2
High water slevation /
T -/- 13
Yalve travel
Low water elevation 21— 14
Hange elevation | / i
Customer suppied _/ .
fiange ™~ Customer suppliad
riser pipe
NV




WATT Telescoping Valve

Non-Rising Stem Screw Options

An offset floorstand can not

be used with a Non-Rising Stem
Screw WATT Telescoping Valve
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